PROGETTO Dl

REGIONE SICILIANA
PROVINCIA DI CALTANISSETTA
COMUNE DI MAZZARINO

UN IMPIANTO AGRO-FOTOVOLTAICO E DELLE RELATIVE
OPERE DI CONNESSIONE DA REALIZZARE NEL COMUNE DI MAZZARINO (CL),
IN CONTRADA "PIANO LAGQO" DELLA POTENZA IN IMMISSIONE PARI A 50 MW
DENOMINATO "ZIGOLO HV"

PROGETTO DEFINITIVO

PARTICOLARI COSTRUTTIVI DELLE STRUTTURE FOTOVOLTAICHE

LIV. PROG. COD. PRATICA TERNA CODICE ELABORATO

IMPIANTO
AGRIVOLTAICO
AVANZATO

LAOR
(Land Area
Occupation Ratio)
20%
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FIRMA DIGITALE PROGETTISTA

FIRMA OLOGRAFA E TIMBRO
PROGETTISTA

STRUTTURE PLOT 2 E PLOT 3

compatibili con coltivazione agricola
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STRUTTURE PLOT 1 E PLOT 4

compatibili con zootecnia

| |
| |
| |
| |
| |
| |
| |
| |
| Al s ¢ T 5!
| |
| |
1 1
4 4

/

N\

U U UG PR PR PR PP

15

VISTA FRONTALE - STRUTTURA DA 14 MODULI
18.50

VISTA FRONTALE - STRUTTURA DA 28 MODULI
37.02

VISTA FRONTALE - STRUTTURA DA 56 MODULI

Engineering Drawings Unit: mm

1303z1.5

238411.5

Temperature Characteristics

Nominal Operating Cell Temp. (NOCT) 44°CE2°¢

Temperature Coefficient of Pmax -0.26%/°C

Temperature Coefficient of Voc -0.24%/°C

Temperature Coefficient of Isc 0.04%/°C
Safety & Warranty

Safety Class Class I

Product Warranty 15 yrs Workmanship

Performance Warranty 30 yrs Linear Warranty*

* Less than 1% atienuation in the 1st year, the annual attenuation from the 2nd year is no
more than 0.375%, and the power is no less than 88% until the 30th year.

PERC Standard @ HUASUN HIT Module
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* Refer to HUASUN standard warranty for details

Electrical Characteristics (STC*)

HS-210-B132 DSN700 DSN705 DSN710 DSN715 DSN720
Maximum Power (Pmax) 700W 705W 710W 715W 720W
Module Efficiency (%) 2253% 22.70% 2286% 23.02% 23.18%
Optimum Operating Voltage (Vmp) 42.10v 4225V 4239V 4254V 42.68V
Optimum Operating Current (Imp) 16.63A 16.69A 16.75A 16.81A 16.87A
Open Circuit Voltage {Voc) 50.13V 50.28V 50.44V 50.50V 50.74V
Short Circuit Current (Isc) 417.43A 17.49A 17.55A 17.61A 17.67A
Operating Module Temperature -40 to +85°C

Maximum System Voltage DC1500V (IEC)

7Maximum Series Fuse 35A

Power Tolerance O~+5W

Bifaciality | 95% 5%

*STC: Iradiance 1000 W/m?, cell temperature 25°C, AM=1.5. Tolerance of Pmax is within +/- 3%.

Maximum Power (Pmax) 770W 775W 780W 785W 790W
Optimum Operating Voltage (Vmp) 42.10V 42.28V 42.39V 4254V 4268V
Optimum Operating Current (Imp) 18.29A 18.35A 18.41A 18.46A 18.51A
Open Circuit Voltage (Voc) 50.13Vv 50.29V 50.44V 50.59V 50.74V
Short Circuit Current (Isc) 1917A 19.22A 19.28A 19.33A 19.39A

**BSTC: Front side iradiation 1000W/m?, back side reflection irradiation 135W/m2, AM=1.5, ambient temperature 25'C.

Mechanical Characteristics

Cell Type HJT Mono 210 X 105mm
Cell Connection 132 (6 22}
Module Dimension 2384 X 1303 X35 mm
Weight 376 kg
Junction Box IP68

Output Cable 4mmg2, 300mm in length, length can be customized / UV resistant
Connectors Type MC4 compatible
Frame Composite coating
Front Load 2400 Pa

Rear Load 2400 Pa

Glass Thickness Double glass, 2.0mm

Shipping Configurations

Container Size 40'

Pallets Per Container 18
Modules Per Pallet (pcs) 31
Modules Per Container  (pcs) 558
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